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- | NAME OF. MAJOR COMPONENT [| PART OR LOWEST SUBASSEMBLY — ¢ PART NO. & MODEL -OR TYPE 
: : : . é : 


‘TITLE OF PROPOSAL ° . te 
RATE METER REPLACEMENT (Gamma Pulse Rate) 
NATURE OF PROPOSAL: 


SEE PAGE 2 


REASON FOR PROPOSAL + 


oe provide rate-rate indication and means of recording rate. 


ESTIMATED ‘cost. AND TIME INVOLVED we 
ADDITIONAL FUNDING REQUIRED? = as 
J ESTIMATED COST FOR KITS OR PARTS: «SEE PAGE 2 

- "CT ADDITIONAL FUNDING REQUIRED: noe sP-1922 


a. ‘ems AFFECTED ‘BY PROPOSAL : 


FLIGHT MAINTE. - 
MANUAL NANCE 
MANUAL 


MISSION [. "PERFORM. OPERATING INTER. WEIGHT OR TOOLS & nee SERVICE 
EFFEC- ANCE PROCEDURE | CHANGE- WEIGHT & SUPPORT FE 
TIVENESS : ‘ ABILITY BALANCE [ EQUIPMENT PROCEOURE 


EST. MAN/HRS. REQ'D. TO ACCOMPLISH CHANGE IN FIELD 
SOURCE OF PARTS FOR KIT yt AVAILABILITY _ 23 WEEKS. AFTER APPROVAL 


| LAC & GFE _LESS GFE : 
(+ | DISPOSITION OF SPARES AFFECTED 


8/300 RATE METERS 70 BE REWORKED 10 3/400 RATE ME MATER 
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NATURE OF PROPOSAL: . , ~ 


Replace existing B/300 rate meter with GFAE B/400 rate meter with 


rate-rate capability and provide mounting for a GFAE Rustrak recorder 


for recording rate only. Design and fabricate the following: 


1. 


2, 


3- 


New kneehole control panel containing the warning circuit previously 
integral with the B/300 rate meter but not included in the B/400 
rate meter. Control penel will include two GFAE indicators to 
display rate hoagie rate-rate, a range switch, a combined on-off switch 
and zero adjust potentiometer, an alarm light, an alarm =e reset 
sigh and instrument lights as required. 


A new electrical junction box to be located on the forward side of 
the station 252 bulkhead near the rate meter. Junction box will 
provide interconnection of the B/400 rate meter circuits without 
changing ships circuits. 


New bracket for nounting recorder in cockpit. 


Interconnecting wiring between recorder,” rate meter and junction 
box. Wiring include jacks as necessary for use of B/400 rate 
meter system with or Weehoue the A.0. penel. — 


2 2 Bee Prepare and Assue 5/3 and ‘fabricate kite for field installation. 


. Rotimated Cost ‘for Kits se a - gP-1922 


, Cust. AL - 7 Kits 
Cust. #2 - 22 Kits 
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